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FEATURES 

APPLICATION 

Disco check valve ( wafer type)

Figure-No.

DCV-1 PN16 Brass MS58

DCV-2 PN16/25 Duc.Iron GGG50

MaterialPressure

DN15-DN100

DN125-DN250

Size

 
 Compact settlement 

 Environment-friendly 

 No maintenance 

 Industry 

 Shipbuilding industry 

 Heating 

 Power engineer 

 Refrigeration and air conditioning 

 Glycol 

 Industrial water 

 Diathermic oil 

 Steam 

 Compressed air 

 Neutral fluids 
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MATERIALS 

DIMENSION & WEIGHT 
 

 

NO PART NAME MATERIAL 

DCV-1                                           DCV-2 

1 BODY MS58                                 GGG50 

2 DISC AISI 304                             GGG50 

3 SPRING CrNi                                   CrNi 

4 SEGMENT AISI 304                              AISI 304 

5 HOOP AISI 304                              AISI 304 
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DN15 - DN100

DN D Ød L Kgs 

15 40 15 16 0,09 

20 47 20 18,7 0,14 

25 56 25 21,5 0,20 

32 76 31 28 0,47 

40 82 39 32 0,62 

50 95 48 40 1,00 

65 115 63 46 1,52 

80 132 75 50 2,10 

100 152 89 60 3,15 

125 184 112 90 8,00 

150 209 132 106 10,18 

200 264 175 140 21,34 

250 328 225 200 40,20 
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PRESSURE - TEMPERATURE RATING 

Figure 1 : Allowed working conditions range PN16 MS58 (DCV-1)

Figure 2 : Allowed working conditions range PN16 GGG50 (DCV-2)

Figure 3 : Kvs Coefficient - Opening pressure
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Pressure (bar)

Temperature (  C)o

Temperature (  C)o

mm mmbar mmbar mmbar
DN15 3,5 7,5 10,0 5,0
DN20 7,2 7,5 10,0 5,0
DN25 10,3 7,5 10,0 5,0
DN32 16,6 8,5 12,0 5,0
DN40 21,8 9,0 13,0 5,0
DN50 33,2 9,5 14,0 5,0
DN65 55,5 10,0 15,0 5,0
DN80 72,7 10,5 16,0 5,0
DN100 105,5 11,5 18,0 5,0
DN125 183,0 22,0 30,0 10,0
DN150 258,0 22,0 30,0 10,0
DN200 410,0 22,0 30,0 10,0
DN250 698,0 22,0 30,0 10,0

DN Kvs
Opening pressure according to flow direction


