
Bellows seal globe valve (straight type)

FEATURES 

 Working condition: DIN 2401 

 Flanges drilling : EN 1092-2 

 Face to face dimensions: EN 558-1 series 1 

 Double wall bellows seal as standard 

 Non-rising handwheel  

 Environment-friendly 

 

 

 

APPLICATION 

 Industry 

 Heating 

 Hot and cold industrial water 

 Saturated steam 

 Hot thermal oil  

 Industrial oil 

 Compressed air 

 Neutral fluid 
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Figure-No.

SBV-16 PN16 Cast Iron GG-25 DN15-DN400

SBV-25 PN25 Duc.Iron GGG40.3 DN15-DN400

SBV-40 PN40 Cast Steel GS-C25 DN15-DN400
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DIMENSION & WEIGHT

PRESSURE - TEMPERATURE RATINGS
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5526270 220 188 8 25
77,528300 250 218 8 25
14034375 320 285 12 3034360 310 278 12

Allowed working conditions range
PN16 GG-25 ( EN-JL1040)
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Allowed working conditions range
PN25 GGG40.3 ( EN-JS1049)

Allowed working conditions range
PN16 GGG40.3 ( EN-JS1049)

Allowed working conditions range
PN40 GS-C25 ( 1.0619+N)

Data given can be changed without notice. 


