
 Working pressure: PN16/PN25/PN40 

 Flanges drilling : EN 1092-2 

 Face to face dimensions: EN 558-1 series 1 

 Screen made of stainless steel 

 cleaning of screen without disassembling 

 environment - friendly 
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FEATURES 

APPLICATION 

 Hot and cold industrial water 

 Saturated steam 

 Industrial technologies 

 heat and refrigerating engineering, air-conditioning 

 

Strainer Y-pattern with flanges

Figure-No.

SST-16 PN16 Cast Iron GG-25

SST-25 PN25 Duc.Iron GGG40.3

SST-40 PN40 Cast Steel GS-C25

MaterialPressure

DN15-DN200

DN15-DN200

DN15-DN200

Size
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MATERIALS 

DIMENSION & WEIGHT 
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NO PART NAME MATERIAL 

1 BODY GG25/ GGG40.3/ GS-C25 

2 FILTER AISI 304 

3 GASKET GRAPHITE 

4 BONNET GG25/ GGG40.3/ GS-C25 

5 BOLT 8.8 STEEL 

6 GASKET Cu 

7 PLUG C 22 
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Rating PN16 PN25-PN40 

DN L D k g b Ødxn Kgs D k g b Ødxn Kgs 

15 130 95 65 45 14 14x4 2,3 95 65 45 14 14x4 4,7 

20 150 105 75 58 16 14x4 3,8 105 75 58 16 14x4 5,5 

25 160 115 85 68 16 14x4 5,0 115 85 68 16 14x4 6,6 

32 180 140 100 78 18 18x4 7,0 140 100 78 18 18x4 8,4 

40 200 150 110 88 18 18x4 8,0 150 110 88 18 18x4 11,1 

50 230 165 125 102 20 18x4 12,0 165 125 102 20 18x4 14,5 

65 290 185 145 122 20 18x4 19,0 185 145 122 20 18x8 19,5 

80 310 200 160 138 22 18x8 27,0 200 160 138 22 18x8 24,5 

100 350 220 180 158 24 18x8 44,0 235 190 162 24 22x8 36,7 

125 400 250 210 188 26 18x8 64,0 270 220 188 26 26x8 55 

150 480 285 240 212 26 22x8 78,0 300 250 218 26 26x8 77,5 

200 600 340 295 268 30 22x12 140 375 320 285 30 30x12 140 

              

 

Figure 1 : Allowed working conditions range PN16 GG-25 (EN-GJL-250)
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