
Globe valve gland seal (straight type)

FEATURES 

 Working condition: DIN 2401 

 Flanges drilling : EN 1092-2 

 Face to face dimensions: EN 558-1 series 1 

 High-tensile gland packing 

 Bonnet top with threaded bushing 

 Environment-friendly 

 

 

 

APPLICATION 

 Industry 

 Heating 

 Hot and cold industrial water 

 Saturated steam 

 Industrial oil 

 Compressed air 

 Neutral fluid 

We Produce The World’s Valve

www.soyvalve.com

Position

Indicator
Position

Indicator

Figure-No.

SGV-16 PN16 Cast Iron GG-25 DN15-DN400

SGV-25 PN25 Duc.Iron GGG40.3 DN15-DN400

SGV-40 PN40 Cast Steel GS-C25 DN15-DN400

Material SizePressure
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MATERIALS 

 

NO PART NAME MATERIAL 

1 BODY GG25/ GGG40.3/ GS-C25/ CF8/ CF8M 

2 SEAT AISI 420 

3 DISC AISI 420 

4 STEM AISI 420 

5 INDICATOR ST37 

6 BONNET GG25/ GGG40.3/ GS-C25/ CF8/ CF8M 

7 WASHER SAFETY AISI 420 

8 SECURING SCREW AISI 304 

9 GASKET KLINGRIT 

10 SCREW AISI 304 

11 PACKING GRAPHITE 

12 GLAND GGG40.3 

13 T BOLT 6.8 STEEL 

14 BOLT 6.8 STEEL 

15 HANDWHEEL GG25 

16 NUT & WASHER STEEL 
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DIMENSION & WEIGHT

DN ØD Øk Øg L b ØR H STROK Ødxn Kgs 

15 95 65 45 130 14 110 215 9 14x4 4,7 

20 105 75 58 150 16 110 215 9 14x4 5,5 

25 115 85 68 160 16 110 218 12 14x4 6,6 

32 140 100 78 180 18 140 220 13 18x4 8,4 

40 150 110 88 200 18 140 245 15 18x4 11,1 

50 165 125 102 230 20 160 252 20 18x4 14,5 

65 185 145 122 290 20 160 280 22 18x4 19,5 

80 200 160 138 310 22 200 310 25 18x8 24,5 

100 220 180 158 350 24 220 360 30 18x8 36,7 

125 250 210 188 400 26 250 420 34 18x8 55 

150 285 240 212 480 26 300 498 42 22x8 77,5 

200 340 295 268 600 30 400 550 55 22x12 140 

250 405 355 320 730 32 500 585 65 26x12 200 

300 460 410 370 850 32 500 640 78 26x12 250 

350 520 470 430 980 36 500 875 100 26x16 385 

400 580 525 482 1100 38 500 955 115 29.5x16 408 

 

Fixed Disc

Regulating Disc

S.D.N.R Disc

S.D.N.R Disc
With Spring
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Figure 1 : Allowed working conditions range PN16 GG-25 (EN-GJL-250)
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Figure 2 : Allowed working conditions range PN25 GGG40.3 (EN

Figure 3 : Allowed working conditions range PN40 GS-C25 (1.0619+N)
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