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Neway series BW ball valves are a fully welded body

and trunnion mounted ball valve, available in from size
2" to 60" ANSI class from 150 to 2500, temperature
range from -46°C to 200°C. Fire safe conforming to BS
6755 and AP| 6Fa.

Compared to flanged split bady trunnion mounted ball
valves, fully welded body valves eliminate the
possibility of leakage through the body connection. The
fully welded body design is compact, cost-efficient and

Blow-out proof stem internally inserted which
functions as the backseat for assuring stem
sealing at all pressure.

Emergency sealant injection
fitting to prevent leakage from
stem.

Emergency sealant injection
fitting to prevent leakage
from seats.

This is a typical NEWAY series BW fully welded ball valve illustrated cross:
actual producl design may be slightly different fro




General Assembling Drawing
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Material Specifications

NO. Part Name

Carbon Steel

Stainless Steel

Series BW Fully Welded Ball Valve

Low Temperature Service

1 Drain Stainless Steel Stainless Steel Stainless Steel
2 | Body ASTMA105 ASTM A182 F316 ASTM A350 LF2
3 Closure ASTM A105 ASTM A182 F316 ASTM A350 LF2
4 Grounding Plunger Stainless Steel Stainless Steel Stainless Steel
5 Grounding Spring Stainless Steel Stainless Steel Stainless Steel
6 Stem ASTM A105/ENP ASTM A182 F316 ASTM A350 LF2/ENP
LT Nameplate Stainless Steel Stainless Steel Slainless Steel
8 Rivet Stainless Steel Stainless Steel Stainless Steel
9 Gland Cap Screw Carbon Steel Stainless Steel ASTM A320 L7M
10 Top Flangé éa;éﬁ 731 %L;n;e;s Steel+Graphite 731 Sgtain!ess Steel+Graphite 3 GS%iJes Steel+Graphite
1 Top Flange Screw Stainless-Sla;T—_ Stainless Steel ASTMA320 L7TM
12 Top Flange O-ring VITON VITON HSN
13 | Stem Key Carbon Steel Stainless Steel Stainless Steel
14 Gearbox ASTM A216 WCB ASTM A216 WCB ASTM A352 LCB
15 Stem Injection Stainless Steel Stainless Steel Stainless Steel
16 Top Flange ASTM A105/ENP ASTMA182 F316 ASTM A350 LF2
17 Actuator Stud Carbon Steel Stainless Steel ASTM A320 L7M
18 Actuator Nut Carbon Steel Stainless Steel ASTMA194 TM
19 Gland Cap ASTM A105 ASTM A182 F318 ASTM A350 LF2
20 Vent Valve Stainless Steel Stainless Steel Stainless Steel
21 Seat Injection Stainless Steel Stainless Steel Stainless Steel
22 Trunnion Pin Stainless Steel Stainless Steel Stainless Steel
23 Seat Follower ASTM A105/ENP ASTM A182 F316 ASTM A350 LF2/ENP
Seat Spring INCONEL X-750 INCONEL X-750 INCONEL X-750
25 Seat O-ring VITON VITON HSN
26 Seat Ring ASTM A105/ENP ASTM A182 F316 ASTM A350 LF2/ENP
27 Seat Gasket PTFE PTFE PTFE
28 Firesafe Gasket 316Stainless Steel+Graphite 316Stainless Steel+Graphite 3168tainless Steel+Graphite
29 Seat Insert NYLON NYLON NYLON
30 Ball - ASTM A105/ENP ) ASTM A182 F316 ASTM A350 LF2/ENP
31 Trunnian Suppert ASTM A216 WCB/ENP ASTM A351 CF8 ASTM A352 LCB/ENP
32 Ball Thrust Washer Reinforced PTFE Reinforced PTFE Reinforced PTFE
33 Ball Bearing 316+PTFE+MoS2 316+PTFE+MoS2 316+PTFE+MaS2
34 Stem O-ring VITON VITON HSN
35 Gland Cap Gasket 316Stainless Steel+Graphite 316Stainless Steel+Graphite 316Stainless Steel+Graphite
36 Gland Cap O-ring VITON VITON HSN
37 Stem Thrust Washer Reinforced PTFE Reinforced PTFE Reinforced PTFE
38 Stem Bearing 316+PTFE+MoS2 316+PTFE+MoS2 316+PTFE+MoS2

NEWAY reserves the right to change design, materials or specifications without natice and free of abligation to furpish or install such changes on products previouly sold.




Series BW Fully Welded Ball Valve BT

H1
\
T
|
H1

Hz2

N

2 51 178 216 200 110 265 | 30
3 76 203 283 300 126 285 60
4 | s | @ | we | &S | W | s | e
6 152 394 457 335 165 300 190
g | || e | & || 4E | mo | 00 | 45
10 254 533 559 427 220 300 495
o || wes || e | e | el | e | 500 | 708
14 337 686 762 506 293 600 859
T TN I - S TR N R U 600 | 1020
18 438 864 914 666 92 600 1440
20 | a0 | 914 | oo (IS TR S R 600 | 1918
22 540 1067 1143 833 480 600 2352
|| sm | e | s | #es | se | g0 | 2803
26 635 1245 1346 900 535 800 3200
8 | e | ims | wsw || =ms | s | 800 | 4045
30 737 1372 1524 1010 605 800 4820
@ | we || wegs | o wem || wees. | wm || 800 | 5490
34 832 1524 1727 1077 650 800 6704
%8 | ewm | wm | e | ws | oo | 800 | 7615
40 978 1855 2083 1400 865 800 110271
a2 || aee || e | 2ie4 | wmss | wh || goo | 12110
48 1168 2489 2489 1722 1042 800 18360
g | s | ssws || mws | s | wes | 800 | 32600
56 1362 1820 1280 800 36500
6o | wer | | | qmes |  maes | soo | 39100

ﬁ NEWAY reserves the righ! to change design, materials or spacifications without notice and free of obligation to furriish or install such changes on products previouly sold.




Dimensions Series BW Fully Welded Ball Valve

Class 300LB

2 51 216 216 206 113 265 ‘ 31
3 w 76 \ 283 I 283 | 315 . 129 400 69
4 (I T ‘ 169 | 750 | 11
6 ‘ 152 \ 403 403 | 345 148 300 21
8 | 203 s ‘ 521 | 415 ‘ 185 | 300 376
10 \ 254 \ 568 | 559 | 427 i 226 400 540
12 | as | esm ‘ 6 | 465 ‘ 260 | s00 763
14 \ 337 \ 762 762 519 | 300 600 900
16 | 387 \ 838 | 838 ‘ 638 350 | 600 1300
18 \ 438 \ 914 914 | 683 402 600 1715
@ | 488 | i | e | e a8 | 600 2080
22 ‘ 540 1092 1092 | 854 492 600 2220
2% | s 1143 3| i s | 800 2690
28 \ 686 1346 1548 | 958 556 800 4575
30 | | e 1397 ‘ 1035 620 | 800 5590
32 \ 781 1524 1524 1087 666 800 6240
I - 1626 1626 ‘ 1104 666 800 7370
36 \ 876 1727 1727 1143 718 800 8435
o | e | 195 1056 | tass | se7 | 800 11200
42 1022 | 2083 2083 | 1638 | 923 800 13050
48 1168 2170 2170 | 1765 1068 | 800 19000
54 | 1314 1796 | 1165 800 32600
56 | qe2 | 243 2543 ‘ w2s | 180 | 800 36500
60 \ 1461 . 2627 2627 | 1865 | 1496 800 39100

Class 400LB

2 51 . 292 269, | 285 || 206 13 400 | 45
3 \ 76 | 36 | 356 359 315 129 750 80
4 102 406 | a8 | 40 | 330 169 | 1000 | 8o
6 \ 152 | 495 | 4gs 498 345 148 300 248
8 203 | w7 | gy | @@ | 45 185 | 300 | 438
10 | 256 | 6713 | 673 676 427 226 500 701
& | ses | @ee | W@ | ws | 4ss 269 | 600 | 625
14 337 | 86 | 82 829 519 300 600 1230
16 387 902 92 | 95 | 638 30 | 600 | 1535
18 438 | 978 978 981 683 402 600 2135
20 489 1054 1054 | 1060 | 748 448 | 600 | 2640
22 540 1143 1143 1153 854 492 800 3370
M| s | 12 282 | e | ww T 800 | 3960
28 686 1397 1397 1410 958 556 800 6060
B | e 1524 | 1537 | 1095 620 | 800 = 6690
32 781 | 1651 1651 1667 1087 666 800 7825
: g2 | e | W | ame | es 866 | 800 = 8460
36 876 | 1880 | 1880 1895 1143 718 800 10650
40 o768 | am | 270 | | 1435 87 | 800 | 14700
42 1022 | 2758 | 2075 1638 923 800 16410
48 168 | 2435 | 2435 | . 1765 1068 | 800 | 24200
54 1314 | | 1796 | 1165 800 32600
56 i || Emb |z | | ta0 | 1z | 800 | 36500
60 1461 2794 2794 1865 | 149 800 39100

MEWAY reserves the right to change design, materials or specifications without notice and free of obligation to furnish or install such changes on products previouly sold.




Series BW Fully Welded Ball Valve BTl T

Class 600LB

2 | 51 292 202 ’ 295 2086 113 400 f 45

3 76 356 356 359 315 129 750 80

4 102 432 | 42 435 330 169 | 1000 150
B 152 559. 559 562 345 148 300 248
8 203 660 660 664 415 185 | 300 438
10 254 787 787 791 427 226 500 701

12 305 88 | 8 841 485 269 | 600 625
14 337 889 889 892 519 300 600 1230
& | a8 991 | 991 994 638 350 | 600 1535
18 438 1092 1002 1085 683 402 600 2135
20 | 489 194 | 1194 1200 748 e | 600 2640
22 540 1295 1295 1305 | 854 492 800 3370
24 591 1397 | 1397 1407 917 53 | 800 3960
28 686 1549 1549 1562 958 556 800 6060
30 737 1651 | 1651 1664 1035 620 | 800 6690
32 781 1778 1778 1794 1087 666 80 7825
e 1930 | 1630 1946 1104 666 | 800 8460
36 a76 2083 2083 2099 1143 718 800 10650
0 | o8 2170 | 2170 2170 1435 887 | 800 14700
42 1022 2175 2175 2175 1638 923 800 16410
48 | 168 2435 | 2435 2435 1765 1068 | 800 24200
54 1314 1796 1165 800 32600
56 1362 2710 | 2710 a0 1820 1280 800 36500
60 1461 2794 2794 2794 | 1865 1496 800 39100

Class 900LB

2 51 368 368 ' 371 217 19 480 i 52

3 76 381 381 384 327 133 1000 87

4. | e a5 | as7 480 343 167 | 300 160
B 152 610 610 613 358 153 300 385

8 | Z08 e || e 740 431 193 | 400 560

10 254 838 838 841 443 235 500 820

12 | 308 9%5 | 965 968 484 280 | 600 1125
14 324 1029 1029 1038 540 312 600 1610
i | 375 130 | 1130 1140 660 365 | 600 2010
18 425 1219 1219 1232 700 414 600 2810
20 : 473 1321 f 1321 1334 770 459 l 600 3460
2 524 880 507 800 4410
| & 1549 | 1549 1568 945 547 | 800 5497
28 667 987 573 800 10202
O || R 1880 1066 638 | 800 11442
32 762 2032 1120 686 800 12102
34 810 298 | 1137 688 | 800 17462
36 857 | 2286 . T 739 800 20154

d NEWAY reserves the right to change design, materials or specifications without notice and free of obligation to furriish or instal| such changes on products previouly sold.




Dimensions Series BW Fully Welded Ball Valve

Class 1500LB

2 51 | 368 368 371 ] 221 j 130 750 80
§ | 470 470 473 297 152 300 15
4 | aee | S 546 s49 | Bas || e8| 30 @ 194
6 146 705 705 71 365 192 400 580
g | e | e 832 sy | amy || mE | s00 | 752
10 241 991 991 1000 560 274 600 1195
12 | 289 | 130 1130 wae | ee8 || @e | 800 | 2170
14 318 1257 1257 1276 662 483 600 2250
6 | = | v 1384 wey | e || s | 800 | 2760
18 407 1537 1537 1559 849 606 600 3646
20 | 47 | 1664 1664 1686 | 964 | 686 | 800 | 4do7
22 495 1816 1816 1025 731 800 5731
4 | s% | 2088 2043 2071 1066 | 75 | g0 | 7151

Class 2500LB

2 M. | 48t 451 454 230 || 29 | 308 90

3 64 578 578 584 284 146 400 200
4 | @& | e 673 a83 | ass || Aee | 406 | a8
6 133 914 914 927 394 220 600 778
8 ' 181 | 1022 1022 1038 | 4se || "3 | eee |  a3s2
10 225 1270 1270 1292 600 425 600 2137
(P B 2 N 1422 7T U B - | (R . TR L

MEWAY reserves the right to change design, materials or specifications withoul notice and free of obligation to furnish or install such changes on prodicts previouly sald.




