CARST-WEENCEURL WG Design Features Material Specifications 1B CEREUREW

1 Body 19 Thrust Washer

2 Cap 20 Bearing

3 Ball 21 Vent Valve

4 Seat Assembly(5+6) 22 Plug

5 Seat Insert 23 Spring

6 Seat Retainer 24 O-Ring

7 Stem 25 O-Ring

8 Pin 26 O-Ring

9 Thrust Washer 27 O-Ring
@ 10 Bearing Support 28 O-Ring

1 Gasket 29 O-Ring
@ 12 Gasket 30 Body Stud

13 Fire Safe Graphite Ring 31 Body Nut
o 14 Fire Safe Graphite Ring 32 Screw

15 Key 33 Screw
@ 16 Cover 34 Anti-Static Device

17 Top Flange 35 Injection
6 18 Thrust Washer 36 Injection

®

Emergency Sealant Injection Fitting: Prevents leakage from the stem.

Blow-out Proof Stem: Stem functions as the backseat to assure stem sealing at all pressures.

Emergency Sealant Injection Fitting: Prevents leakage from the seat.

Drain plug : Relieves the body cavity.

Double Sealing O-rings: Prevents leakage from stem area.

O-ring & Gasket Combination: Prevents leakage from body connection area.

Floating Spring: Loaded seats assure sealing, even at low pressures. 12 25 14 2628 23 6

@0 ®©@ 0 6006

Metal-to-Metal Sealing: When soft seals are deteriorated by fire, seat float to shut off the line media.

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold. NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.
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(D- Please contact factory for materials supplied.

Body
Cap
Ball
Seat Assembly(5+6)
Seat Insert
Seat Retainer
Stem
Pin
Thrust Washer
Bearing Support
Gasket
Gasket

Fire Safe Graphite Ring
Fire Safe Graphite Ring

Key
Cover
Top Flange
Thrust Washer
Bearing
Bearing
Vent Valve
Drain
Spring
O-Ring
O-Ring
O-Ring
O-Ring
O-Ring
O-Ring
Body Stud
Body Nut
Screw
Screw
Anti-Static Device
Injection

Injection

Standard

ASTM A216-WCB

ASTM A216-WCB

ASTM AT05N/ENP
5&6

RPTFE/NYLON/PEEK

ASTM AT05N/ENP
ASTM AT05N/ENP
Stainless Steel
PTFE
ASTM A588B/ENP
316SS+Graphite
316SS+Graphite
316SS+Graphite
316SS+Graphite
Carbon Steel
ASTM A105N
ASTM A105N
PTFE
316SS+PTFE+M0S2
316SS+PTFE
Stainless Steel
Stainless Steel
Inconel X-750
NBR
HNBR/VITON
HNBR/VITON
HNBR/VITON
HNBR/VITON
HNBR/VITON
ASTM A193-B7
ASTM A194-2H
ASTM A193-B7
ASTM A193-B7
Stainless Steel
Stainless Steel

Stainless Steel

Stainless Steel

ASTM A351-CF8M

ASTM A351-CF8M

ASTM A182 F316
5&6

RPTFE/NYLON/PEEK

ASTM A182 F316
ASTM A182 F316
Stainless Steel
PTFE
ASTM A351-CF3M
316SS+Graphite
316SS+Graphite
316SS+Graphite
316SS+Graphite
Stainless Steel
ASTM A182 F316
ASTM A182 F316
PTFE
316SS+PTFE+Mo0S2
316SS+PTFE
Stainless Steel
Stainless Steel
Inconel X-750
NBR
HNBR/VITON
HNBR/VITON
HNBR/VITON
HNBR/VITON
HNBR/VITON
ASTM A193-B8
ASTM A194-8
Stainless Steel
Stainless Steel
Stainless Steel
Stainless Steel

Stainless Steel

Sour Service

ASTM A216-WCB

ASTM A216-WCB

ASTM AT05N/ENP
5&6

RPTFE/NYLON/PEEK

ASTM A105N/ENP
ASTM A105N/ENP
Stainless Steel
PTFE
ASTM A588B/ENP
316SS+Graphite
316SS+Graphite
316SS+Graphite
316SS+Graphite
Carbon Steel
ASTM A105N
ASTM A105N
PTFE
316SS+PTFE+M0S2
316SS+PTFE
Stainless Steel
Stainless Steel
Inconel X-750
NBR
HNBR/VITON
HNBR/VITON
HNBR/VITON
HNBR/VITON
HNBR/VITON
ASTM A193-B7TM
ASTM A194-2HM
ASTM A193-B7M
ASTM A193-B7TM
Stainless Steel
Stainless Steel

Stainless Steel

AT CEREUREIWEE Material Specifications

Low Temperature
Service

ASTM A352-LCB
ASTM A352-LCB
ASTM A350-LF2/ENP
5&6
RPTFE/NYLON/PEEK
ASTM A350-LF2/ENP
ASTM A350-LF2/ENP
Stainless Steel
PTFE
ASTM A588B/ENP
316SS+Graphite
316SS+Graphite
316SS+Graphite
316SS+Graphite
Stainless Steel
ASTM A350-LF2
ASTM A350-LF2
PTFE
316SS+PTFE+M0S2
316SS+PTFE
Stainless Steel
Stainless Steel
Inconel X-750
NBR
HNBR/VITON
HNBR/VITON
HNBR/VITON
HNBR/VITON
HNBR/VITON
ASTM A320-L7M
ASTM A194-7TM
ASTM A320-L7M
ASTM A320-L7M
Stainless Steel
Stainless Steel

Stainless Steel

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.

split body, cast steel, side entry design

BT Series Ball Valve

L

Gear Operator

86
10*8
12*10
1412
16*14
18*16
20*18
22*20
24*20

150100
200*150
250*200
300*250
350%300
400*350
450*400
500*450
550*500
600*500

7.99
10.00
12.01
13.27
15.24
17.24
19.25
19.25

203

305
337
387
438
489
489

864
914
1016
1067

Reduced Port

1016
1067

401

708

1000
*500
*500
*500
*500
*500
*500
*500
*500
*500

1000
*500
*500
*500
*500
*500
*500
*500

1190
1346
1579

902
1130
1300
1520

Class 300 Dimensions and weight

*Gear Operator

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.

100

200
250
300
350
400
450
500
550
600

102
152
203
254
305
337
387
438
489
540
591

Full Port




BT Series Ball Valve BT Series Ball Valve

split body, cast steel, side entry design split body, cast steel, side entry design
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Class 300 bpimensions and weight

Reduced Port

Class 900 pimensions and weight

3*2 80*50 2.01 51 2.99 76 11.14 283 6.50 165 9.06 230 83.8 38 “
43 10080 299 7 402 102 200 305 7€ 193 1875 400 1323 60 “““m“mnm“m““
6*4 150*100 4.02 102 5.98 152 15.87 403 9.09 231 29.53 750 3241 147 2 2.01 14.49 7.56 192 18.11 114.6
8*6 200*150 5.98 152 7.99 203 19.76 502 12.95 329 39.37 1000 515.9 234 3 80 2.99 76 15.00 381 9.80 249 39.37 1000 213.8 97
10*8 250*200 7.99 203 10.00 254 22.36 568 15.47 393 59.06 1500 650.4 295 4 100 4.02 102 17.99 457 12.40 Bijil5 59.06 1500 304.2 138
12*10 300*250 10.00 254 12.01 305 25.51 648 15.47 393 19.69 *500 1075.8 488 6 150 5.98 152 24.02 610 12.72 323 19.69 *500 634.9 288
14*12 350*300 12.01 305 13.27 337 30.00 762 17.36 441 19.69 *500 1256.6 570 8 200 7.99 203 29.02 737 15.00 381 19.69 *500 987.7 448
16*14 400*350 13.27 337 15.24 387 32.99 838 18.94 481 19.69 *500 2006.2 910 10 250 10.00 254 32.99 838 20.39 518 19.69 *500 1649.0 748
18*16 450*400 15.24 387 17.24 438 35.98 914 23.54 598 19.69 *500 2248.7 1020 12 300 12.01 305 37.99 965 22.36 568 19.69 *500 22443 1018
20*18 500*450 17.24 438 19.25 489 39.02 991 25.31 643 19.69 *500 2821.9 1280 14 350 12.76 324 40.51 1029 26.18 665 19.69 *500 3082.0 1398
22*20 550*500 19.25 489 21.26 540 42.99 1092 25.31 643 19.69 *500 2998.2 1360 16 400 14.76 375 44.49 1130 28.74 730 19.69 *500 4030.0 1828
24*20 600*500 19.25 489 23.27 591 45.00 1143 27.87 708 19.69 *500 3681.7 1670 18 450 16.73 425 47.99 1219 31.30 795 19.69 *500 5132.3 2328
20 500 18.62 473 52.01 1321 32.48 825 24.02 *610 6455.0 2928
. . . 24 600 22.52 572 60.98 1549 38.31 973 24.02 *610 9210.8 4178
Class 600 Dimensions and weight
Full Port

Reduced Port

2 201 1150 6% 17 1575 °95 3*2 80*50 2.01 51l 2.99 76 15.00 381 7.56 192 18.11 460 183.0 83

3 80 299 o 1402 390 772 27 293 750 1102 %0 43 100*80 299 76 4.02 102 17.99 457 9.80 249 39.37 1000 2271 103
= i — — — — 1087 276 937 1999 1o % 6*4 150100 4.02 102 598 152 24.02 610 12.40 315 59.06 1500 4431 201

6 1% > 12 20 %99 1429 %63 2906 1509 7756 1 86 200*150 5.98 152 7.99 203 29.02 737 12.72 323 19.69 *500 767.2 348
8 200 7.99 203 2598 660 14.29 363 19.69 “500 771.6 350 - - : - - -

10 250 10.00 254 3098 787 16.77 426 19.69 “500 13228 600 10*8 250*200 7.99 203 10.00 254 32.99 838 15.00 381 19.69 *500 1318.3 598
12 300 12.01 305 32.99 838 2157 548 19.69 500 1807.8 220 12*10 300*250 10.00 254 12.01 305 37.99 965 20.39 518 19.69 *500 1737.2 788
14 350 13.27 337 35.00 889 2354 508 19.69 “500 2491.2 130 14*12 350*300 12.01 305 12.76 324 40.51 1029 2236 568 19.69 *500 2425.0 1100
16 400 15.24 387 39.02 991 2551 648 19.69 “500 34171 1550 16*14 400*350 12.76 324 14.76 375 44.49 1130 26.18 665 19.69 *500 31305 1420
18 450 17.24 438 42.99 1092 2913 740 19.69 500 1629.6 2100 18*16 450*400 14.76 375 16.73 425 47.99 1219 28.74 730 19.69 *500 4250.4 1928
20 500 19.25 489 47.01 1194 31.89 810 19.69 500 6172.8 2800 20*18 500*450 16.73 425 18.62 473 52.01 1321 31.30 795 19.69 *500 5352.7 2428
24 600 2307 591 55.00 1397 36.22 920 19.69 500 7993.8 3626 24*20 600*500 18.62 473 2252 572 60.98 1549 32.48 825 24.02 *610 7888.0 3578

*Gear Operator

Reduced Port

[ = [ g T O ] [0 [ @ I vigs |
“mnm“mnm“mnmnm

80*50 2.01 2.99 14.02 6.93 176 1879 90.4

4*3 100*80 2.99 76 4.02 102 17.01 432 9.72 247 29.53 750 154.3 70
6*4 150*100 4.02 102 5.98 152 22.01 559 10.87 276 &.37 1000 269.0 122
8*6 200*150 5.98 152 7.99 203 2598 660 14.29 363 59.06 1500 562.2 255
10*8 250*200 7.99 203 10.00 254 30.98 787 14.29 363 19.69 *500 970.0 440
12*10 300*250 10.00 254 12.01 305 32.99 838 16.77 426 19.69 *500 1366.8 620
14*12 350300 12.01 305 13.27 337 35.00 889 21.57 548 19.69 *500 2336.9 1060
16*14 400*350 13.27 337 15.24 387 39.02 991 23.54 598 19.69 *500 3174.6 1440
18*16 450%400 15.24 387 17.24 438 42.99 1092 25.51 648 19.69 *500 4100.5 1860
2018 5007450 17.24 438 19.25 489 47.01 1194 29.13 740 19.69 *500 5291.0 2400
24*20 600*500 19.25 489 23.27 591 55.00 1397 31.89 810 19.69 *500 71429 3240

*Gear Operator

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.
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