Globe Valve

Design Feature

Impact handwheel supplied at manufacturer's option or on customer request.

Gland eyebolts are mounted to swing aside to facilitate packing maintenance.

Male and female bonnet joints for Class 150 to 600 valves, and ring joint for the Class 900 & above
valves or as an option for Class 600 valves on customer request.

Anti blow-out stem design with conical backseat surface to permit repacking of valve in the fully open
position.

Plug seat surface is standard disc design as well as spherical, parabola or flat seating surface is
optional on customer request.
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Seat face with stellite 6 is standard design.

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.
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NAME PLATE

ASTM A216-WCB
ASTM A216-WCB
ASTM A182-F6a
ASTM A105/ER410
(FOR 4"&Larger)
ASTM A439 D-2
ASTM A216-WCB
DUCTILE IRON
CARBON STEEL

CARBON STEEL

ASTM
A105/STL.OVERLAY

ASTM A182-F6a
ASTM A276-420
ASTM A276-420
ASTM A276-420
ASTM A276-420

ASTM A276-430

CARBON STEEL

SOFT STEEL
316+GRAPHITE
GRAPHITE
ASTM A193-B7
ASTM A194-2H
ASTM A193-B7
ASTM A194-2H
CARBON STEEL
CARBON STEEL
CARBON STEEL

STAINLESS STEEL

Material List

ASTM A352-LCC

ASTM A352-LCC

ASTM A182-F316

ASTM A439 D-2

ASTM A352-LCB

DUCTILE IRON

CARBON STEEL

CARBON STEEL

ASTM A182-
F316/STL.OVERLAY

ASTM A182-F316

ASTM A276-316

STAINLESS STEEL

ASTM A276-316

ASTM A276-316

N/A

CARBON STEEL

ASTM A276-316

316+GRAPHITE

GRAPHITE

ASTM A320-L7M

ASTM A194-7TM

ASTM A320-L7TM

ASTM A194-7TM

CARBON STEEL

STAINLESS STEEL

CARBON STEEL

STAINLESS STEEL

Globe Valve

ASTM A351-CF8M

ASTM A351-CF8M

ASTM A182-F316

ASTM A439 D-2

ASTM A351-CF8

DUCTILE IRON

CARBON STEEL

CARBON STEEL

ASTM A182-
F316/STL.OVERLAY

ASTM A182-F316

ASTM A276-316

ASTM A276-316

ASTM A276-316

ASTM A276-316

N/A

STAINLESS STEEL

ASTM A276-316

316+GRAPHITE

GRAPHITE

ASTM A193-B8 Class 2

ASTM A194-8

ASTM A193-B8

ASTM A194-8

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

ASTM A217-WC9

ASTM A217-WC9

ASTM A182-
F22/STL.OVERLAY

ASTM A439 D-2

ASTM A216-WCB

DUCTILE IRON

CARBON STEEL

CARBON STEEL

ASTM A182-
F22/STL.OVERLAY

ASTM A182-F6a

ASTM A276-420

ASTM A276-420

ASTM A276-420

ASTM A276-420

ASTM A276-430

CARBON STEEL

SOFT STEEL

316+GRAPHITE

GRAPHITE

ASTM A193-B16

ASTM A194-7

ASTM A193-B16

ASTM A194-7

CARBON STEEL

STAINLESS STEEL

CARBON STEEL

STAINLESS STEEL

Notes: Above materials are general, when ordered, Please contact NEWAY Sales or technical team to confirm the details.

ASTM A216-WCB

ASTM A216-WCB

ASTM A182-F6a-NC

ASTM A439 D-2

ASTM A216-WCB

DUCTILE IRON

CARBON STEEL

CARBON STEEL

ASTM
A105/STL.OVERLAY

ASTM A182-F6a-NC

ASTM A276-420-NC

ASTM A276-420-NC

ASTM A276-420-NC

ASTM A276-420-NC

STAINLESS STEEL

CARBON STEEL

SOFT STEEL

316+GRAPHITE

GRAPHITE

ASTM A193-B7M

ASTM A194-2HM

ASTM A193-B7M

ASTM A194-2HM

CARBON STEEL

CARBON STEEL

CARBON STEEL

STAINLESS STEEL

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.




Globe Valve

Dimension & Weight

Class 150

Cast Carbon Steel Globe Valve

Dimension & Weight

Globe Valve

Class 600

Cast Carbon Steel Globe Valve

GL6B,WCB/NO.8

Impact Handwheel Impa«? Handwheel

BS 1873 Design, For 10" and Larger BS 1873 Design, | For4"end Larger
Bolted Bonnet, OS&Y, Bolted Bonnet, OS&Y,
Screwed-in Back Seat, Gear Operalor Screwed-in Back Seat, e Opets

.. A Sterad L. ear Operator
RIS.Ing St_em and HandWheel' 1331:12“ Wﬂf?gaaser BW End For 16"&Larger RIS.II'IQ St_em and HandWheeI’ Optional S"andard
Swivel Disc _ Swivel Disc Srof0 12 &Lager For 6'8Larger
Figure NO.: Figure NO.: %
GL1R,WCB/NO.8 GL6R,WCB/NO.8 %
GL1B,WCB/NO.8 '

RTJEnd

BT - 20 22" 3 4t 5T 6" 8" 10" 12" 14" 16" 18" 20" 24" B -~ 20242 | 3 a4 5" 6" 8" L P A U
BT -~ 50 65 80 100 125 150 200 250 300 350 400 450 500 600 I - so 65 80 100 125 150 200 250 300 350 400 450
in 8 85 95 1.5 14 16 19.5 245 27.5 31 36 385 385 51 in 15 13 14 17 20 22 26 31 33 35 39 43
(RF-BW) mm 203 216 241 292 356 406 495 622 699 787 914 978 978 1295 mm 292 330 356 432 508 559 660 787 838 889 991 1092
- 8 10 10 12 14 14 16 20 20 2 2 2 2 319 in 1.62 13.12 14.12 17.12 20.12 22.12 26.12 31.12 33.12 35.12 39.12 431
- mm 200 250 250 300 350 350 400 500 500 560 650 610 610 810 (RT mm 295 333 359 435 511 562 663 790 841 892 994 1095
in 133 147 156 187 196 206 23.1 29.1 33.9 37.4 392 449 497 60 “ in 10 10 14 18 20 22 24 28 24 24 30 32
- mm 338 373 396 476 497 524 588 738 862 950 994 1140 1262 1524 mm 250 250 350 450 500 560 600 700 610 610 762 810
Kg 21 29 35 58 78 104 162 289 485 550 724 1400 2600 3700 _ in 15.6 17.6 19.5 23.6 276 311 39.9 46.5 55 57.1 63.4 70.9
Kg 17 20 30 47 71 86 138 219 362 491 650 1250 2300 3250 mm 3965 446 4955 599 700 791 1014 1180 1397 1450 1610 1801
Kg 37 50 62 150 187 294 543 1006 1350 1620 2160 3300
Kg 30 40 58 132 142 227 460 729 1060 1330 1750 2800
Class 300 Cast Carbon Steel Globe Valve
— Class 900 Cast Carbon Steel Globe Valve
BS 1873 Design, For 6" and Larger
Bolted Bo.nnet, osay, BS 1873 Design, Gear Operator
Sc.:r.ewed-ln Back Seat, JS— Bolted Bonnet, OS&Y, Oploral Sandard
Rls.lng St.em and Handwheel, Optoral Sordard Screwed-in Back Seat, 4108 88 Larger
Swivel Disc o 1A BWENd For 16"8Larger Rising Stem and Handwheel,
Swivel Disc
Figure NO.: g
GL3R,WCB/NO.8 Figureno.. VA Jhe. 72 Trooaon o T
GL3B,WCB/NO.8 S %
L GLI9R,WCB/NO.5 i
GL9J,WCB/NO.5 2
GL9B,WCB/NO.5 RTJEnd
2" 2-1/2" 3" 4" 5" 6" 8" 10" 12" 14" 16" 18" 20"
50 65 80 100 125 150 200 250 300 350 400 450 500
105 15 125 14 15.75 175 22 245 28 33 34 385 40 | Nps NG 2" 2-1/2" 3" 4" 6" 8" 10" 12" 14" 16"
267 292 318 356 400 445 559 622 711 838 864 o978 1016 DN B 50 65 80 100 150 200 250 300 350 400
3 - m - ) B 5 7 o =z 24 e 7 in 145 16.5 15 18 24 29 33 38 40.5 445
200 250 250 350 450 500 560 600 650 610 610 610 810 (RF-BW) mm 368 il 381 45 610 7 838 965 1029 1130
13.9 15.3 16.6 19.5 227 26.6 359 374 406 445 516 575 64.3 (RT [ 162 15:02 212 18312 2212 22112 S SEll o) L)
3535 3885 4205 4955 5765 6745 9115 949 1032 1130 1310 1460 1632 mm Sl 22 st S0 SIS 0 &5 R 1038 1140
WT(RF) 26 38 51 76 125 173 297 500 724 1125 1650 2700 3650 [ ® w S 2l Z 2 2 Gl e S
21 29 38 59 104 137 237 432 632 975 1450 2400 3200 mm 80 520 2l 200 i S0 Gl il gl Hill
in 23.2 2 275 313 436 466 58.2 69.1 76.1 87
mm 590 660 699 795 1108 1184 1479 1755 1934 2210
Kg 95 138 110 197 435 720 1070 1920 2670 3520
Kg 75 85 112 158 360 597 890 1690 2390 3170

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold. NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.
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