How to Order
Example:

] e e o R

Neway figure numbers are designed to cover essential features. When ordering, please show the figure numbers and a
detailed description to avoid misunderstanding of your requirements.

Following descriptions provide a basic guideline in valve specification:

@ Valve Size
@ Valve Type @ ANSI Class
Valve Type Gate Valve Globe Valve ~ Swing Check 1 3 6 9 15 25

G GL S Class (LB) 150 300 600 900 1500 2500

@ End Connection

RS o —
S

R Raised face flanged end Socket welding end
J RTJ flanged end N Screwed end

B Butt-welding end F Flat face flanged end
w Wafer

® ® Actuator and Special Code

Symbol Symbol
SC

Handwheel Operator Stop check
G Gear Operator AN Angle type globe
M Electric Actuator R Reduce bore
P Pneumatic actuator GL Seat and Stem Injection
NRS Non rising stem ASC Angle type stop check
PS Pressure seal BP By Pass

@ Shell Material

wcB LcB Lce wce wcg c5 CF8 CF8M CF3 CF3M CD4MCuN
ASTM Ref TGAE A352 A352 A217 A217 A217 A351 A351 A351 A351 A995

Gr.WCB  Gr.LCB Gr.LCC Gr.WC6  Gr. WC9 Gr.C5 Gr.CF8 Gr.CF8M Gr.CF3  Gr.CF3M  Gr. CD4MCuN

0 20606 & ©oF¢e

® Trim Material
API600 Trim Number | Symbol | DiscSurface | Seat Surface Stem Material

1 1 13%Cr 13%Cr ASTM A182 Grade F6a
2 2 18%Cr,8%Ni 18%Cr,8%Ni ASTM A182 Grade F304
5 5 Stellite Stellite ASTM A182 Grade F6a
8 8 13%Cr Stellite ASTM A182 Grade F6a
9 9 Monel Monel Ni Cu Alloy Monel
10 10 18%Cr,8%Ni 18%Cr,8%Ni ASTM A182 Grade F316
12 12 18%Cr,8%Ni Stellite ASTM A182 Grade F316
& L 19"220:’255’2Ni 19*22:?238/0Ni RS
16 Stellite Stellite ASTM A182 Grade F316
20 Bronze Bronze Bronze

Note: 1.The denotation of trim No. 1 to 13 are the same as that of Table 8 in APl 600.
2.Trim number 1 may be replaced by trim number 8 without notice.

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.

Design Feature Gate Valve

Long thread stem nut prolongs thread life and permits the removal of hand wheel in the fully open position.

Spacer ring in conjunction with packing is used in gate valves of 300 class and above while 150-class valve is
only fitted with packing; packing with lantern ring is available upon customer request.

Flexible graphite gasket used for 150 Class gate valve, spiral wound gasket for Class 300 & 600 valves and
metal ring gasket for gate valves of 900 or greater Class(600 Class is obtainable if customer requires)

Integral guide inside body keeps wedge self-centered during valve opening and closing.

Flexible wedge is able to compensate for seat surface distortion and body deformation caused by piping stress.
Blowout retention design: the tapered backseat face firmly contacts backseat of bonnet.

The strength of bonnet-wedge connection exceeds that of bonnet thread root.

Renewable seal welded seats with stellite 6 are standard design while screwed-in seats are optional.

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.




eEICAEIN  Material List

Dimension & Weight Gate Valve

e | | I | e | I sovsee Class 150 Cast Carbon Steel Gate Valve

BODY ASTM A216-WCB ASTM A352-LCC ASTM A351-CF8M ASTM A217-WC9 ASTM A216-WCB e Ooert
ear Operator
. Optional Standard
BONNET ASTM A216-WCB ASTM A352-LCC ASTM A351-CF8M ASTM A217-WC9 ASTM A216-WCB AP1600 Design, 8't024" 26" & Larger
Bolted Bonnet, OS&Y, —_—
Screwed-in Back seat, Rising Stem,
ASTM A216-WCB/CR13 ASTM A216-WCB/CR13 Non-rising Handwheel
WEDGE OVERLAY ASTM A352-LCC/316 ASTM A351.CFEM ASTM A217-WCO/STL. OVERLAY-NC on-rising Hanawheel,
ASTM A217- OVERLAY h OVERLAY ASTM A217- Flexible Wedge
CA15(10"&Smaller) CA15(10"&Smaller)-NC
Figure NO.:
STEM NUT ASTM A439 D-2 ASTM A439 D-2 ASTM A439 D-2 ASTM A439 D-2 ASTM A439 D-2
G1R,WCB/NO.8
GLAND FLANGE ASTM A216-WCB ASTM A352-LCB ASTM A351-CF8 ASTM A216-WCB ASTM A216-WCB G1B,WCB/NO.8 |
YOKE of 14"&Larger
HANDWHEEL DUCTILE IRON DUCTILE IRON DUCTILE IRON DUCTILE IRON DUCTILE IRON
" 24/2" 3% 4 B g% 8" 10" 12" 14" 16" 18" 20" 24" 26" 28" 30" 32" 36" 40" 42" 48"
SEAT RING ASTM A105/STL. ASTM A182-F316/STL. ASTM A182-F316/STL. ASTM A182-F22/STL. ASTM A105/STL. 50 65 80 100 125 150 200 250 300 350 400 450 500 600 650 700 750 800 900 1000 1050 1200
OYIERLAY OYERLAY QYIERLAY OY/ERLAY OVERLAY 7 75 8 9 10 105 115 13 14 15 16 17 18 20 22 24 24 26 28 30 31 34
178 191 203 229 254 267 292 330 356 381 406 432 457 508 559 610 610 660 711 762 787 864
STEM ASTM A182-F6a ASTM A182-F316 ASTM A182-F316 ASTM A182-F6a ASTM A182-F6a-NC
85 95 1112 12 15 1588 165 18 1975 225 24 26 28 32 34 36 36 38 40 42 43 46
216 241 283 305 381 403 419 457 502 572 610 660 711 813 864 914 914 965 1016 1067 1092 1168
BACK SEAT ASTM A276-420 ASTM A276-316 ASTM A276-316 ASTM A276-420 ASTM A276-420-NC n 8 8 10 12 12 12 14 16 18 20 22 24 27 30 24 24 24 24 24 24 32 32
mm 200 200 250 300 300 300 350 400 450 500 550 600 680 760 610 610 610 610 610 610 610 610
GLAND ASTM A276-420 STAINLESS STEEL ASTM A276-316 ASTM A276-420 ASTM A276-420-NC in 152 174 189 23 268 301 37.6 452 532 594 67 745 834 984 110 17 124 129 146 157 190 233
mm 3865 4345 4805 5845 681 765 956 1149 1350.5 1508 1703 1892 2119 2500 2806 2960 3148 3281 3721 3980 4820 5920
ASKET SPIRAL WOUND SPIRAL WOUND SPIRAL WOUND SPIRAL WOUND SPIRAL WOUND MGG Ko 19 26 35 49 64 81 127 204 291 400 486 610 788 1144 1570 1900 2540 2958 3380 4815 5300 7110
GRAPHITE GRAPHITE GRAPHITE GRAPHITE GRAPHITE GO ke 15 18 26 41 58 69 108 156 248 365 482 587 752 1178 1521 1838 2261 2490 3310 4840 5275 7050
* (1) For valves larger than 48", Please contact Neway sales or engineering team for details.
MIDDLE PACKING GRAPHITE GRAPHITE GRAPHITE GRAPHITE GRAPHITE
Cl 300 rbon | Valv
o™ 316+GRAPHITE 316+GRAPHITE 316+GRAPHITE 316+GRAPHITE 316+GRAPHITE ass Cast Carbon Steel Gate Valve
RETAINING NUT CARBON STEEL CARBON STEEL STAINLESS STEEL CARBON STEEL CARBON STEEL onr Onorat
API 600 Design, ear Dperator
Bolted Bonnet, OS&Y, Optional - Standard
HANDWHEEL NUT CARBON STEEL CARBON STEEL STAINLESS STEEL CARBON STEEL CARBON STEEL Screwed-in Back seat, Rising Stem 8'to16" 18" & Larger
Non-rising Handwheel,
BONNET STUD ASTM A193-B7 ASTM A320-L7M ASTM A193-B8 Class 2 ASTM A193-816 ASTM A193-87M Flexible Wedge
BONNET NUT ASTM A194-2H ASTM A194-7M ASTM A194-8 ASTM A194-7 ASTM A194-2HM Figure NO.:
G3R,WCB/NO.8
EYE BOLT ASTM A193-B7 ASTM A320-L7M ASTM A193-B8 ASTM A193-B16 ASTM A193-B7M G3B.WOB/NO.8
YOKE of 12" &L
GLAND NUT ASTM A194-2H ASTM A194-7M ASTM A194-8 ASTM A194-7 ASTM A194-2HM o1 Eatger BW End
GREASE FITTING CARBON STEEL CARBON STEEL STAINLESS STEEL CARBON STEEL CARBON STEEL BTSN o 27 24727 3" 4" 5 6" 8" 10" 12" 14" 16" 18" 20" 24" 26" 28" 30" 32" 36" 40" 42" 48
I 50 65 80 100 125 150 200 250 300 350 400 450 500 600 650 700 750 |800 900 1000 1050 1200
WE in 85 95 1112 12 15 1588 165 18 1975 30 33 36 39 45 49 53 55 | 60 68 76 78 88
EYE BOLT PIN CARBON STEEL STAINLESS STEEL STAINLESS STEEL STAINLESS STEEL CARBON STEEL WSEEUN mm 216 241 283 305 381 403 419 457 502 762 838 914 991 1143 1245 1346 1397 | 1524 1727 1930 1981 2235
in 8 8 10 10 12 14 16 18 20 22 24 24 24 24 24 24 24 | 32 40 40 40 40
RIVET CARBON STEEL CARBON STEEL STAINLESS STEEL CARBON STEEL CARBON STEEL mm 200 200 250 250 300 350 400 450 500 550 600 610 610 610 610 610 610 | 810 1000 1000 1000 1000
in 161 178 20 241 264 317 394 476 557 623 67.9 77.1 864 1023 117.6 122.8 1262|1454 1616 179 1866 2115
NAME PLATE STAINLESS STEEL STAINLESS STEEL STAINLESS STEEL STAINLESS STEEL STAINLESS STEEL mm 410 453 509 612 670 805 1000 1209 1416 1582 1725 1959 2194 2598 2986 3120 3205 |3692 4104 4547 4739 5373
GG Ko 26 35 52 75 102 147 235 350 472 683 950 1145 1634 2660 3090 3312 3597|4850 6850 8460 9500 12400
K
Notes: Above materials are general, when ordered, Please contact NEWAY Sales or technical team to confirm the details. WT(BW) ? i 28 22 i | en | HS | I | B | Getd | X (IS | TIED0 JHIGHES | ERIR) | A2 | s | S| e | GRRID | GHE | D) Ny

* (1) For valves larger than 48", Please contact Neway sales or engineering team for details.

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold. NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.




eEICAEIN/-M Dimension & Weight Dimension & Weight Gate Valve

Class 600 Cast Carbon Steel Gate Valve Class 1500 Cast Carbon Steel Gate Valve

Gear Operator Gear Operator

API 600 Design, e e )
Bolted Bonnet, OS&Y, .
Screwed-in Back seat, Rising Stem,
Non-rising Handwheel,

AP1600 Design,

Bolted Bonnet, OS&Y,

Screwed-in Back seat, Rising Stem,
Non-rising Handwheel,

“Optional  Standard

Optional Standard
4"t06" 8" & Larger

4"1012" 14" & Larger

Flexible Wedge = Flexible Wedge =
Figure NO.: Figure NO.:
G6R,WCB/NO.8 ‘ . B (1 - G15R,WCB/NO.5
G6J,WCB/NO.8 ‘ ; ; G15J,WCB/NO.5
G6B,WCB/NO.8 G15B,WCB/NO.5
L YOKE of 10" &Larger BW End RTJ End

in 2" 2.4/2" 3" 4" 5" " 8" 40" 12" 14" 16" 18" 20" 24" 26" 28" 30" 32" 36" 40" 42" 48"
mm 50 65 80 100 125 150 200 250 300 350 400 450 500 600 650 700 750 800 900 1000 1050 1200 mm 50 65 80 100 150 200 250 300 350 400 450 500 600 650 700 750
L-L1 in 115 13 14 17 20 22 26 31 3 3 39 43 47 5 57 61 65 70 82 90 9% 100 in 14.5 16.5 185 215 2775 3275 39 445 495 545 60.5 655 76.5 82 87.5 93

L
WUE=lUN mm 202 330 356 432 508 559 660 787 838 889 991 1092 1194 1397 1448 1549 1651 1778 2082 2286 2438 2540 (RF-BW) mm 368 419 470 546 705 832 991 1130 1257 1384 1537 1664 1943 2083 22225 2362
L2(RTJ) i 11.62 13.12 14.12 17.12 20.12 22.12 26.12 31.12 33.12 35.12 39.12 43.12 47.25 55.38 57.5 61.5 65.5 70.6 82.6 - - - L2(RT in 14.62 16.62 18.62 2162 28.00 3313 39.38 4512 5025 5538 61.4 66.4 77.6 - - -
m 295 333 359 435 511 562 663 790 841 892 994 1095 1200 1407 1461 1562 1664 1794 2098 - o o ( mm 371 422 473 549 71 842 1000 1146 1276 1407 1559 1686 1972

in 8 10 10 12 16 18 20 24 27 24 24 24 24 24 32 40 40 40 40 42 42 42 “

i 2" 242" 3" 4" 6" 8" 10" 12" 14" 16" 18" 20" 24" 26" 28" 30"

in 10 12 14 20 24 18 18 24 24 24 40 40 40 47 47 47

mm 250 300 350 500 600 458 458 610 610 610 1000 1000 1000 1200 1200 1200
in 19.2 225 23.7 27.6 38.7 45.1 54 64.3 70.8 77.3 11 121 140.5 151 158 172
mm 487 572 603 700 984 1146 1371 1633 1798 1963 2812 3078 3570 3836 4012 4368

mm 200 250 250 300 400 450 500 600 680 610 610 610 610 610 810 1000 1000 1000 1000 1200 1200 1200
in 165 187 204 254 303 33 403 484 571 62 707 76.02 8.9 102 124 133 140 150 168 184 194 231
mm 418 476 518 646 770 839 1024 1229 1450 1574 1797 1931 2207 2582 3150 3362 3549 3811 4260 4670 4921 5876

5
3
3 5

Kg 39 52 68 120 170 273 402 610 902 1245 1530 2030 2735 3620 5220 6050 6945 8312 10000 14300 1646022900 WT(RF) Kg 74 131 165 248 510 1040 1910 2685 4100 6200 8100 11130 13300 16500 18700 20900
WT(BW) BLCRIAL: 42 55 84 125 204 337 548 905 974 1345 1730 2415 3017 4295 4980 5710 6834 8220 1175513530 18824 WT(BW) Kg 54 105 129 197 358 761 1640 2755 3200 5300 7100 10100 12900 15700 17500 19300

* (1) For valves larger than 48", Please contact Neway sales or engineering team for details.

Class 900 Cast Carbon Steel Gate Valve Class 2500 Cast Carbon Steel Gate Valve

Gear Operator Gear Operator

AP1600 Design,

Bolted Bonnet, OS&Y,

Screwed-in Back seat, Rising Stem,
Non-rising Handwheel,

Flexible Wedge

e — AP1600 Design,

ptional Standard

4"106"  8"&Larger Bolted Bonnet OS&Y,Rising Stem,
Non-rising Handwheel,

,,,,, Flexible Wedge

Optional Standard
4"t0 6" 8"& Larger

H (171 i .
7 7

Figure NO.: §‘ﬂl i FigureNno.:. | ) A4 7  [ELE e

G9R,WCB/NO.5 % G25R,WCB/NO.5

G9J,WCB/NO.5 " G25J,WCB/NO.5

G9B,WCB/NO.5 |l NN T R G25B,WCB/NO.5 P

YOKE o'é"&Larger BW End RTJ End YOKE of 6" &Larger BW End RTJ End

2" 272" 3" 4" 6" 8" 10" 12" 14" 16" 18" 20" 24" 26" 28" 30" 32" 36" B 27 220 3 4" 6" 8" 10" 12" 14" 16" 18" 20" 24"
50 65 80 100 150 200 250 300 350 400 450 500 600 650 700 750 800 900 “ mm 50 65 80 100 150 200 250 300 350 400 450 500 600
145 165 15 18 24 29 33 38 405 445 48 52 61 65 70 74 718 87 L in 1775 20 22.75 265 36 40.25 50 56 62 68 74 80 92
368 419 381 457 610 737 838 965 1029 1130 1219 1321 1549 1664 1778 1892 2004 2232 mm 451 508 578 673 914 1022 1270 1422 1575 1727 1879 2031 2335
1462 1662 1512 1812 2412 2912 3312 3812 40.88 4488 4850 5248 6173 - 5 5 5 5 in 1788 2025 2300 2688 3650 4088 5088  56.88 5 5 5 5 5
371 422 384 460 613 740 841 968 1038 1140 1232 1333 1568 - 5 5 5 5 mm 454 514 584 683 927 1038 1292 1445 5 5 5 5 5
10 10 12 14 20 24 24 24 24 24 32 40 40 40 40 47 47 47 in 14 18 18 20 24 24 24 24 32 32 40 40 40
250 250 300 350 500 600 610 610 610 610 810 1000 1000 1000 1000 1200 1200 1200 “ mm 350 450 450 500 610 610 610 610 810 810 1000 1000 1000
196 215 226 267 354 434 53 598 749 807 87 95 1084 1115 1148 118 1214 128 in 222 222 229 343 57.1 63.4 81.7 89.8 319.7 400 100.6 1126 136.6
498 547 573 678 900 1103 1345 1520 1902 2051 2212 2417 2750 2833 2916 3000 3083 3250 _ mm 563 563 582 870 1450 1610 2076 2281 1945 2250 2555 2860 3470
74 92 101 172 335 640 1100 1360 2250 2850 3870 4860 6100 7300 7600 9800 11950 15000 Kg 130 200 245 490 1600 2450 4570 6100 8120 10170 12100 14700 16500
54 65 70 110 258 498 810 1228 2009 2563 3300 4050 6120 5500 6900 9000 11000 13500 Kg 95 150 175 375 1310 2010 3800 5200 7510 9730 10900 12100 14700

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold. NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.






