Globe Valve Dimension & Weight Design Feature Check Valve

Class 1500 Cast Carbon Steel Globe Valve

Gear Operator

Optional Standard
23" 4" & Larger

BS 1873 Design,

Bolted Bonnet, OS&Y,
Screwed-in Back Seat,
Rising Stem and Handwheel,
Swivel Disc

Figure NO.:

GL15R,WCB/NO.5
GL15J,WCB/NO.5
GL15B,WCB/NO.5

L YOKE For 6"8Larger BWEnd RTJEnd

- 2" 2-1/2" 3" 4" 6" 8" 10" 12"

| oN 50 65 80 100 150 200 250 300

L-L1 in 14.5 16.5 18.5 215 27.75 32.75 39 445
(RF-BW) mm 368 419 470 546 705 832 991 1130

RT in 14.62 16.62 18.62 21.62 28.00 33.13 39.4 45.1
mm 371 422 473 549 711 842 1000 1146
in 14 14 20 22 24 24 31.9 31.9
“ mm 350 350 500 560 610 610 810 810
in 217 225 229 313 50.3 772 96.5 14.3
_ mm 550 572 582 795 1278 1960 2450 2904

WT(RF) Kg 85 138 215 350 560 990 1530 2570
WT(BW) Kg 75 112 129 299 462 830 1330 2270

Class 2500 Cast Carbon Steel Globe Valve

Gear Operator
Optional Standard
2 3" & Larger

BS 1873 Design,

Bolted Bonnet, OS&Y,
Screwed-in Back Seat,
Rising Stem and Handwheel,
Swivel Disc

Figure NO.: o Flexible graphite gasket for Class 150 valves, spiral wound gasket for Class 300 & 600 valves,

and ring joint for Class 900 & above valves or as an option for the Class 600 valves on customer
request.

GL25R,WCB/NO.5
GL25J,WCB/NO.5
GL25B,WCB/NO.5

L YOKE For 6BLarger B End 9 A hinge and hinge pin provided and mounted so as to permit full movement of the disc.
2" 2-1/2" 3" 43 6" 8" 10" 9 Standard renewable seal welded seat with stellite 6 while optional screwed-in seat.
50 65 80 100 150 200 250
17.75 20 22.75 26.5 36 40.25 50 ) . . . . e . o . )
e oA = = = e e 0 Standard swing disc type, used in horizontal position for liquid service application or used in vertical
P T 23.00 26.88 36.50 40.88 50.9 position where liquid flow from botton to top.
454 514 584 683 927 1038 1292
16 20 22 24 24 24 31.9 @ Provision of standard bosses for a drain tapping at location G at the lower part of body centerline.
400 500 560 610 610 610 810 Additional bosses conform to customer requirements.
28.3 315 34.8 49.6 75 97 122.4
720 800 885 1260 1905 2465 3108
(RF) 176 264 308 759 1990 4390 5290
(BW) 141 214 238 644 1700 3950 4390

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold. NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.
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Check Valve

ASTM A216-WCB

ASTM A216-WCB

ASTM A217-
CA15(4"&Smaller)
&ASTM A216-WCB/ER410

ASTM A216-WCB

ASTM A105/STL. OVERLAY

ASTM A276-410

CARBON STEEL

STAINLESS STEEL

ASTM A276-420

ASTM A276-420

ASTM A276-420

SOFT STEEL

ASTM A193-B7

ASTM A194-2H

CARBON STEEL

STAINLESS STEEL

CARBON STEEL

ASTM A352-LCC

ASTM A352-LCC

ASTM A352-LCC/316
OVERLAY

ASTM A352-LCC

ASTM A182-F316/STL.
OVERLAY

ASTM A276-316

ASTM A276-316

ASTM A276-316

ASTM A276-316

ASTM A276-316

ASTM A276-316

ASTM A276-316

ASTM A320-L7M

ASTM A194-7TM

CARBON STEEL

STAINLESS STEEL

CARBON STEEL

ASTM A351-CF8M

ASTM A351-CF8M

ASTM A351-CF8M

ASTM A351-CF8M

ASTM A182-F316/STL.
OVERLAY

ASTM A276-316

ASTM A276-316

ASTM A276-316

ASTM A276-316

ASTM A276-316

ASTM A276-316

ASTM A276-316

ASTM A193 B8 Class 2

ASTMA194 8

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

Material List

ASTM A217-WC9

ASTM A217-WC9

ASTM A217-WC9/STL.

OVERLAY

ASTM A217-WC9

ASTM A182-F22/STL.
OVERLAY

ASTM A276-410

STAINLESS STEEL

STAINLESS STEEL

ASTM A276-420

ASTM A276-420

ASTM A276-420

ASTM A276-304

ASTM A193-B16

ASTM A194-7

CARBON STEEL

STAINLESS STEEL

CARBON STEEL

Notes: Above materials are general, when ordered, Please contact NEWAY Sales or technical team to confirm the details.

ASTM A216-WCB

ASTM A216-WCB

ASTM A217-CA15-
NC(4"&Smaller)
&ASTM A216-WCB/ER410-NC

ASTM A216-WCB

ASTM A105/STL. OVERLAY

ASTM A276-410-NC

CARBON STEEL

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

SOFT STEEL

ASTM A193-B7M

ASTM A194-2HM

CARBON STEEL

STAINLESS STEEL

CARBON STEEL

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.

Dimension & Weight

Check Valve

Class 150

Cast Carbon Steel Check Valve

BS 1868 Design, Bolted Cover,
Swing Type Disc

Figure NO.:

S1R,WCB/NO.8
S1B,WCB/NO.8

6"8Larger

BW End

BTS20 242" 3" 4" 5% 6" 8" 10" 12" 14" 16" 18" 20" 24" 26" 28" 30" 32" 36" 40" 42" 48"
P »m 50 65 80 100 125 150 200 250 300 350 400 450 500 600 650 700 750 800 900 1000 1050 1200
L-L1 in 8 85 95 115 13 14 195 245 275 31 34 385 385 51 51 57 60 68 77 8 89 101
G mm 203 216 241 292 330 356 495 622 699 787 864 978 978 1295 1295 1448 1524 1727 1956 2159 2261 2566
in 59 66 67 8 91 117 138 153 17.2 188 207 229 247 346 358 368 382 492 542 555 57.8 64.6
mm 1505 168 171 204 230 296.5 351.5 389.5 437.5 4765 525 582 627 880 910 935 970 1250 1377 1410 1468 1642
Kg 15 22 28 42 57 79 131 177 282 380 542 632 855 970 1276 1600 2020 2430 3130 4230 5030 6680
WT(BW) RCHEED) 12 17 29 45 57 96 143 227 294 468 552 755 831 1120 1420 1760 2130 2930 3730 4430 5680
* (1) For size of larger than 48" valve, Please contact Neway sales or engineering team for details.
Class 300 Cast Carbon Steel Check Valve
5'&Larger
BS 1868 Design, Bolted Cover,
Swing Type Disc BWEnd

Figure NO.:

S3R,WCB/NO.8
S3B,WCB/NO.8

| NPS | 241/2" 3" 4" 5"
G »m 50 65 80 100 125

L-L1 in 105 115 125 14 1575
mm 267 292 318 356 400
“ in 69 73 85 102 12

mm 176 185 216 259 304
(GHI K9 20 30 40 65 84

WT(BW) RCRIT 22 30 53 73

6"
150
17.5
445
12.5
317
118
101

8"
200
21
585
15
380
193
157

10" 12" 14" 16" 18" 20" 24" 26" 28" 30"

250 300 350 400 450 500 600 650 700 750
245 28 33 34 385 40 53 53 59 6275
622 711 838 864 978 1016 1346 1346 1499 1594

171 201 221 235 26.6 287 339 366 458 50
434 511 561 596 675 730 860 930 1163 1270
310 450 595 840 933 1320 1848 2375 2660 3680
232 414 455 766 774 960 1792 1995 2260 2780

=i

* (1) For size of larger than 48" valve, Please contact Neway sales or engineering team for details.

32" 36" 40" 42" 48"
800 900 1000 1050 1200
68 82 9 103 124
1727 2083 2438 2617 3151

500 594 689 73.6 878
2230
9310
8310

1270
3880
3380

1510
5030
4430

1750
6290
5640

1870
7050
6150

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.




Check Valve Dimension & Weight Dimension & Weight Check Valve

Class 600 Cast Carbon Steel Check Valve Class 1500 Cast Carbon Steel Check Valve

5" & Larger

BS 1868 Design, Bolted Cover,
Swing Type Disc

BS 1868 Design, Bolted Cover,
Swing Type Disc

=| BW End RTJ End
BW End RTJ End

Figure NO.: Figure NO.:

S6R,WCB/NO.8
S6B,WCB/NO.8

S15R,WCB/NO.8
S$15B,WCB/NO.8
S$15J,WCB/NO.8

L1

WT(RF) kg 30 43 55 93 160 208 339 547 715 885 1310 1620 2120 3100 3800 4600 5500 6800 8100 8900 9800 11100 WT(RF) kg 70 100 150 245 550 1010 1476 2280 3060 4500 6100 8000 9800 11600 13400 15200
WT(BW) R 35 43 64 115 145 256 375 589 694 932 1279 1702 2497 3100 3900 4700 6000 7200 8100 9900 10200

TS o 20 24/2" 3" 4" 5" 6" 8" 10" 12" 14" 16" 18" 20" 24" 26" 28" 30" 32" 36" 40" 42" 48" BT n 2t 24/2" 3" 4t 6" 8" 10" 12" 14" 16" 18" 20" 24" 26" 28" 30"

P m™ 50 65 80 100 125 150 200 250 300 350 400 450 500 600 650 700 750 800 900 1000 1050 1200 T e 50 65 80 100 150 200 250 300 350 400 450 500 600 650 700 750

L-L1 in 115 13 14 17 20 22 26 31 33 35 39 43 47 55 57 63 65 70 82 90 96 100 in 14.5 16.5 18.5 215 27.75 32.75 39 44.5 49.5 54.5 60.5 65.5 76.5 82.0 87.5 93.0

RS mm 292 330 356 432 508 559 660 787 838 889 991 1092 1194 1397 1448 1600 1651 1778 2083 2286 2438 2540 W mm 368 419 470 546 705 832 991 1180 1257 1384 1537 1664 1943 2083 22225 2362

in  11.62 13.12 14.12 17.12 20.12 22.12 26.12 31.12 33.12 35.12 39.12 43.12 47.25 55.38 57.5 635 655 706 82.6 - - - in 14.62 16.62 18.62 21.62 28.00 33.13 39.38 45.12 50.25 55.38 61.4 66.4 77.6 - - -

mm 295 333 359 435 511 562 663 790 841 892 994 1095 1200 1407 1461 1613 1664 1794 2099 - - - mm 371 422 473 549 711 842 1000 1146 1276 1407 1559 1686 1972 - - -

in 7.2 8.3 91 104 116 147 168 204 224 245 268 296 384 437 437 469 521 538 60.7 670 709 855 in 11.7 11.8 13.4 16.2 20.1 26.8 29.8 33.7 37.4 40.1 45.2 50.6 60.6 70.6 80.7 90.7

“ mm 184 210 232 263 295 374 426 517 569 622 680 752 975 1111 1110 1192 1324 1367 1542 1702 1800 2171 “ mm 296 300 341 412 511 680 756 857 950 1020 1147 1284 1539 1794 2049 2304
| WIRF) | | WT(RF) |
[ WT(BW) |

kg 50 7 115 190 452 750 1012 1780 2290 3500 5200 7500 8400 9300 10200 11100

* (1) For size of larger than 48" valve, Please contact Neway sales or engineering team for details.

Class 900 Cast Carbon Steel Check Valve Class 2500 Cast Carbon Steel Check Valve

Q -
BS 1868 Design, Bolted Cover, ; BWEnd RTJEnd BS 1868 Design, Bolted Cover, BWEnd RTJ End
Swing Type Disc . Swing Type Disc
272 = ; %
Figure NO.: Figure NO.: %
S9R,WCB/NO.8 : 7z S25R,WCB/NO.8 !
S9B,WCB/NO.8 u S25B,WCB/NO.8 12
S9J,WCB/NO.8 S$25J,WCB/NO.8
L L
BITE - 2 2427 3" 4% 6" 8" 10 12" 14" 16" 18" 20" 24" 26" 28" 30" 32" 36" [ NPs I on 24/2" 3n 4 6" 8" 10" 12" 14" 16" 18" 20" 24"
T 50 65 80 100 150 200 250 300 350 400 450 500 600 650 700 750 800 900 [ DN JC-T 65 80 100 150 200 250 300 350 400 450 500 600
L-L1 in 145 16.5 15 18 24 29 33 38 405 445 480 520 610 650 69.0 730 770 849 L-L1 in 17.75 20 22.75 26.5 36 40.25 50 56 62.0 68.0 73.9 79.9 91.9
RS mm 368 419 381 457 610 737 838 965 1029 1130 1219 1321 1549 1651 1753 1854 1956 2156 R mm 451 508 578 673 914 1022 1270 1422 1575 1727 1877 2029 2334
L2 (RTY) in 1462 1662 1512 1812 2412 2912 3312 3812 40.88 4488 485 525 617 659 699 739 = = L2 RTY) in  17.87 20.25 23.00 26.88 36.50 40.87 50.88 56.88 = = = = =
mm 371 422 384 460 613 740 841 968 1038 1140 1232 1333 1568 1673 1775 1876 - - mm 454 514 584 683 927 1038 1292 1445 - = - E E
in 1.7 1.8 18 129 174 198 261 305 308 33 330 367 364 441 540 599 658 717 in 16.4 16.5 17.4 18.9 20.1 28 335 39.4 472 51.2 55.1 59.1 63.0
mm 296 300 300 327 441 502 664 775 782 838 839 932 924 1121 1372 1521 1671 1821 mm 416 419 441 479 511 711 851 1000 1200 1300 1400 1500 1600
IAGEE ke | 70 100 110 150 305 510 810 1120 1380 1900 3000 4000 5200 6600 7550 8850 10150 12750 WT(RF) CRERLY 240 330 650 806 2420 3750 5500 7400 9010 11200 12700 14000
WT(BW) [ 68 77 113 230 387 632 901 1139 1613 2650 3550 4650 5630 6420 7510 8600 10780 WT@EBW) RERE 190 260 535 665 1980 2980 4350 6200 8250 9400 11890 13000

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold. NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.




